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viavac-cB
‘clad boy’

LOcKiNG PiN
to lock the main traverse  

in the end position

fiLter

SOLid GriPS

StOraGe BOx
connection cable  

battery charger

LiftiNG eye

SUctiON PadS 
with exchangeable seals

caSiNG 
for the electric components

QUicK cOUPLiNGS
to connect vacuum hoses

iNdicatiON 
Battery charging level

vacUUm GaUGe
red-green indication

cONtrOL
suction and release  
with safety latch

maiN traverSe 
90º rotateable

cONfiGUratiON fOr waLL PaNeLS 

 eaSy tO traNSPOrt 

Possibilities
with the option of various suction pads and  
extension kits, the machine is unique flexible  
and versatile and can be used for many  
applications such as:
 

•	 	Horizontal wall panels

•	 	Vertical wall panels

•	 	flat or inclined roof panels

the standard suction pads are suitable for all  
commonly used sandwich roof and wall panels.  
for other profiles such as corrugated and roof  
tile profile, special suction pads  are available.

safety features
•	 	clear audible low vacuum warning

•	 	large vacuum buffer tank

•	 	low battery warning

•	 	secondary safety device

sPeCifiCatioN
•	 	lifting capacity max. 500 kg 
 (depends on applied suction pads)

•	 	machine weight min. 125 kg
 (depends on used configuration)

coMPacT aNd dURablE 
PoWEREd by INTERNal  
RE-cHaRGEablE baTTERy 
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